
Jordan Defense Shield  |  Email: sales@jordandefenseshield.com  |  Telephone: +1 610 459 4300

Installation
Instructions

Carefully locate the final 
position of each post by placing 
the 3-inch diameter adhesive 
disks on the mounting surface. 
DO NOT remove the adhesive 
paper coverings at this time. If 
your posts are screw mounted 
do not tighten the screws at this 
time. Ensure the screws are not 
interfering with the adhesive.

Clean the surface where the 
disks will be mounted with 
rubbing alcohol and allow to 
dry. DO NOT use household 
cleaners, or water, or hand 
sanitizer as they can leave 
slippery residue.

Remove the adhesive paper 
covering. Press the disk firmly 
to the mounting surface 
and hold for 30 seconds. Full 
adhesive strength is reached in 
24 hours. To remove the disk, 
apply heat with a hair dryer to 
soften the adhesive glue.

Adhesive Disk Base

Thank you for purchasing the Jordan Defense Shield. The Jordan Defense Shield is available in Straight screen, 
L-shaped screen, or U-shaped screen. Four mounting options are available: Adhesive disk & Magnet, Adhesive Disk 
with 3-Screw Plate, Desk Clamp with Magnet and Desk Clamp with 3-Screw Plate. The following instructions explain 
how to install the Jordan Defense Shield.

Step 1: Install the Base
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A:  Adhesive Disk & Magnet 
 (End Post Shown)

B: Adhesive Disk & 3-Screw Plate  
 (End Post Shown)

Place the clamp mount around 
the edge of the table or desk 
surface with the clamp screw 
below the surface and the flat 
side up.

Clamp Mount Base

1 2 Hand tighten the clamp until it is firmly secured. 

NOTE: The clamp mount option requires a minimum of 2 inches 
clearance under the desk to securely clamp the Jordan Defense Shield 
to the surface. If the clearance for the clamp is not sufficient, then you 
will need to use the adhesive mounting option.

Desk Clamp & Magnet 
(Corner Post Shown)

Desk Clamp & 3-Screw Plate  
(Corner Post Shown)

Side View of Clamp
(Simple Assembly)
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Step 2: Install the Posts

NOTE: If your Jordan Shield configuration is supplied 
with Corner Posts, install the Corner Posts first using 
the instructions below. The Shield, which is attached 
to the End Posts, will wrap around the Corner Posts. 
Corner Posts should not be located where the shield 
will begin or end.

Cleaning: Clean with any ammonia-free 
cleaners or wipes, light detergents, or 
isopropyl alcohol.

L-Shape and U-Shape Shields

If your Jordan Shield configuration is supplied with 
Corner Posts, install all Corner Posts first. Magnetic 
Corner Posts mount center on the Adhesive Disk 
Base secured by the magnet.

Two End Posts are supplied, one End Post will have 
the Shield rolled around the post. Secure the End 
Post that does not have the shield rolled around it 
to one of the end locations. Mount this Magnetic 
Post to the Adhesive Disk Base using the magnet.

Unroll the Shield from the 2nd End Post and 
around the Corner Posts (if supplied in your kit).

Secure the End Post on other end post location. 
Roll up any slack in the Shield around the End Post. 
Do not over tighten the shield.
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Magnetic Mount Posts

End Posts Corner Posts

If your Jordan Shield configuration is supplied with 
Corner Posts, install these Corner Posts first.

Posts that are secured with screws are installed 
by placing the post over the base plate screws so 
that the screws pass up through the notches in the 
post base. Once the screws are through the base 
of the post, rotate the post so that the screws are 
not over the notches.

Tighten the screws using a Philips screwdriver.
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Screw Secured Posts

Hospitality arch available for all variants including 
Desk Wrap, U-Shape, and L-Shape Shields. 

Copyright © Maguire Products, Inc. 2020
www.maguire.com

Original Instructions Document
Revision Date: June 25, 2020

Visit Our Website: 
www.JordanDefenseShield.com


